Technical Data Sheet

SYMBOL

DP-11 7

Professional carnauba wax with original & natural carnauba. Carnauba 66 contains
greatest amount of carnauba among Tenzi ProDetailing products. Durable natural wax.
Enhanced color and unique scratch-filling formula. Recommended as base coating
layer applied before Carnauba Care and Carnauba Shine. Apply with rotary machine.

APPLICATION:

- car bodies, enamelled surfaces

COMPOSITION:

-<5% non-ionic surfactants

- preserving substance (Benzisothiazolinone)

- solvents

- auxiliary substances not classified as dangerous

USAGE:

Product is ready to use without diluting.

Make sure car paint is clean and cool. Degrease the surface with IPA Cleaner before
wax application. Spread evenly on car paint and buff with microfiber towel or rotary
machine. Leave to dry for 3-10 hours. Do not apply thick layers.

Warning: Do not use in full sun or on the heated surfaces.
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CLASSIFICATION OF THE MIXTURE:

Product is not a hazardous mixture under applicable regulations.

SELL-BY DATE:

36 months from the production date.
Production date/series and expiration date are stated on the packaging.

ADDITIONAL INFORMATION:

Additional information can be found in safety data sheet.

Contaminated containers should be completely emptied. Several times rinse the
container promptly after emptying. Empty container can be stored in containers for
collection of plastic packaging, or can be delivered to specialized company for
recycling.

Disposal should be in accordance with the national/international regulations
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